
ITEM RESULT

Adhesive strength(gf/inch) > 200

Contact angle (Water) 108~110˚

Y.I (△E) < 1.0

U V  Shield (%) > 98

Transmission (%) > 90

Haze  (%) < 0.8

VLT (%) 75~78

IR (%) 80~82
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EZ:FLEX 

EZ:FLEX Prime_IR

EZ:FLEX

Structure 

Characteristics

Protection film layer 
Protect film before usage

Self-healing layer
The function of restoring films

Special elastomer layer  
Highly elastic and flexible material

Release film layer 
Protect film before usage

Layer 
descriptions

Specifications 

Anti-pollution water repellent layer

Special elastomer layer

Release film layer

Protection film

Self healing layer

PSA layer

Total 
Product 
thickness

175㎛

High water-
repellent

Protection 
against impacts

Easy installation
Ensure a 

distortion-free 
front view

Self Healing UV CUT > 99%

Impact Defense IR

Impact Defense IR is a premium heat rejecting windshield film specifically 
designed to prevent and withstand a variety of road damage to a front 
winshield such as stone chips, cracks, star breaks, bullseyes, and 
scratches.  Its unique memory polymer technology aids in impact 
absorption and dispersal of kinetic energy and force of impact from 
objects.  Ultra-conformable and super-hydrophobic properties Impact 
Defense IR provides excellent water repellency and optical clarity 
protecting the windshield from damage caused by harsh weather 
conditions.  The film requires no heat shrinking and is easily applied to 
any curved, convex, concave, complex curve, or flat surface making it a 
versatile option for any vehicle.


